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"We see the opening of an era: it is an era

of seeking beyond the confines of our

atmosphere; may it be also an era of

awakening to the countries of our earth"

Bertrand de Jouvenel, circa 1970s

SUMMARY

This report describes results of a wind tunnel test of a new concept in observatory dome

design, the Fixed Shutter Dome. From an aerodynamic standpoint, the new dome configura-

tion is similar in overall shape to conventional observatory domes, with the exception of the

telescope viewing aperture. The new design consists of a circular aperture of reduced area in

contrast to conventional domes with rectangular or slotted openings. Wind tunnel results of

a side-by-side comparison of the new dome with a conventional dome demonstrate that the

mean and fluctuating velocity through the aperture and in the center of the new dome config-

uration are lower than those of conventional domes, thus reducing the likelihood of telescope

flow-induced vibration.

INTRODUCTION

The best observatories are located well above the moisture laden lower atmosphere. At

Mauna Kea, Hawaii, which stands in the Pacific air currents, the average wind conditions at

the Keck Observatory are 10 to 30 mph with gusts up to 125 mph (see ref. 1). As new remote

teleoperated observatories are developed at even higher altitudes, the subsequent exposure

to high-altitude wind systems will be maximized. Winds in the upper part of the speed

range, experienced by existing observatories (with conventional apertures), can significantly

reduce viewing hours owing to flow-induced telescope vibration. In reference 2, a new concept

in dome aperture design is presented which uses a circular aperture. T}'.e circular aperture

is intended to reduce the wind turbulence in the immediate vicinity of the telescope at all

azimuths and elevations. This will allow for extended viewing programs, even in less favorable

wind conditions, such as those due west at Mauna Kea, where objects rising in the east are

tracked into the prevailing wind.

The Fixed Shutter Dome uses a split-sphere topology to allow the circular aperture to

scan from horizon to zenith. Wind screens, which have been devised to protect telescopes in

conventional slotted domes, are limited in strength and therefore must be abandoned at wind

speeds well below those which the Fixed Shutter Dome can resist.



The purposeof this test is to comparethe aerodynamicbehaviorof a conventionalslotted
observatorydomeconfigurationwith that of anew configurationwhich usesa circular aperture
of reducedarea (see fig. 1). The primary goal of the comparisonis to demonstrate that
aperturesof reducedareaarelikely to minimizethe flow-inducedvibration of telescopeshoused
within the dome.

A literature searchturned up only one publication that is directly related to the present
study. The effectsof severalshutter configurationson the aerodynamicsof the Kitt Peak
National ObservatoryDomewerestudiedin reference3. Total aerodynamictorque on a dome
model was usedas an overall measureof the aerodynamicefficiencyof the various shutter
configurations. For eachdome-shutterconfiguration, the torque was measured at several flow

onset angles.

Approach

From an aerodynamic standpoint, the internal flow field in observatory domes can be fairly

complex. The presence of a telescope and associated hardware provides sources for multiple

flow interactions. For this reason, it was decided that the best way to quantify the benefits

of the new dome design was to compare it to a dome that was geometrically similar in every

aspect with the exception of the viewing aperture. It is likely that the presence of a telescope

will alter the interior air flow from that reported here.

Four plexiglas wind tunnel models (8 in. in diameter) were used, three with circular

apertures (angle of the aperture axis measured from vertical of 0, a0 and 60 °) and one with a

conventional slotted opening as shown in figure 2. These configurations represent a commonly

used range-of-viewing in elevation. The diameter of the aperture was 3.12,5 in. The models were

placed in the test section of a 32 x 48 inch wind tunnel in the Ames Research Center Fluid

Mechanics Laboratory (fig. a) and mounted on a micro-stepping motor-driven mechanism

which was used to set the angle of the model relative to the freestream. The freestream

velocity was 93 ft/sec and the Reynolds number based on dome diameter was 4.0x10 s.

A ring-wire anemometer (see ref. 4 and fig. 4) was used to measure the mean and fluc-

tuating flow velocity at selected points in the interior of the spheres. Ring-wire probes are

less sensitive to flow direction than conventional hot-wire probes, making them a valuable

tool for velocity determination in flow fields where the flow angle relative to the probe is

unknown and/or highly variable. The directional characteristics of the probe are shown in

figure/5. These results were obtained by setting the probe at a pitch angle, in the undisturbed

freestream, and then rotating the probe through 120 ° in 5° increments. Like many probes, the

response of the probe with flow angle is parabolic. The data show that the ring is not perfectly

circular as indicated by the nonsymmetrical trend in the data at positive and negative sideslip

angles. Calibration of the probe involved placing the undisturbed freestream flow of the 32 x



48 inch wind tunnel test sectionand then following standard King's law hot-wire anemometry
calibration practices.

Precisepositioning of the ring wire wasdifficult becauseof the limited accessibilityof the
interior of the dome and the curvature of the availableprobe mounting surfaces.The probe
wassupportedby a structure madeof 0.065-in. steelrod which wasattached to the lip of tile
dome aperture. Eachnew probe location required that the structure be deformedto achieve
the desiredprobeorientation.

Measurementsof the mean and fluctuating velocity were taken at points near the dome
surface (in the aperture) and also at the centerof the sphericalpart of the dome. Typically,
the data near the aperture wasobtained with the plane of the ring oriented to be coplanar
with the local tangentof the domesurfaceand then translated inward slightly (0.5 in.) (likely
position of a telescopesecondarymirror).

The data systemconsistedof a Disa 55M01hot-wire anemometerand a microVax II com-
puter. Eachdatapoint is the result of an averageof 2000samplestakenovera 4-seesampling
period.

Heating and ventilation systemsof many full-scaleobservatorydomesaredesignedto ex-
changethe air at rates on the order of six times anhour. Air exchangeratesof this magnitude
aresmall in comparisonto the flow ratesthrough the aperture, hencethey havebeenneglected
in the presentexperiment. Aside from the viewing aperture, all other openingsin the wind
tunnel modelsweresealed.

RESULTS

As mentioned in the previous section, the ring-wire probe was placed either in the vicinity

of the aperture, or at the center of the model, and the model was rotated in 5° increments.

Because the probe is attached to the model, it remains fixed relative to the model as the

dome is rotated. Referring to figure 2, the conventional dome position 1 is approximately the

same location as that of the aperture measurements of the 30 ° dome configuration. Likewise,

position 2 is approximately the same location as that of the 60 ° dome configuration aperture

measurements. Again, the 30 and 60 o configuration aperture measurements were taken with

the probe displaced radially inward 0.5 in. from the center of the opening. Measurements at

position 3 were not taken during the present study.

One point to note when considering the data presented below is that since the only opening

in the dome is the viewing port, the mass flow through this opening must be conserved. Hence

through a portion of the aperture, the flow is entering the dome and through another portion,

the flow is exiting.

Presented in figure 6 are the mean and fluctuating velocity variation with flow onset angle
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for the conventionaldomeat the two probelocationstested. The quantity 0 defines the angular

position of the model and 0 = 0 when the aperture is precisely on the leeward side relative to the

freestream direction. As expected, the data are nearly symmetric with respect to 0 = 180 ° and

the maximum mean flow velocity was measured with the rectangular opening facing directly

into the freestream. The fluctuating velocity magnitude has maximums of nearly 10% of the

freestream velocity and the absolute maximums occur when the aperture is on the leeward

side of the body. With the aperture oriented into the freestream (0 = 180 ° ) the fluctuations

are also substantial.

If the probe is placed in the center of the spherical part of the dome with the axis of the

probe aligned with the model axis of rotation, a comparison of figures 6 and 7 shows that,

although the trends of the data are similar, the magnitude of the mean and fluctuating velocity

are significantly reduced.

Shown in figure 8 are the results for the 30 ° aperture model. Comparison with figure 6

(a and b) reveals that the circular aperture has the effect of reducing the peak mean velocity

by approximately 30% and increasing the velocity fluctuations by 20% in the vicinity of the

aperture. The 60 ° dome configuration results (fig. 9) show trends that are different from the

data presented to this point. Comparisons of figure 6 (c and d) with figure 9 show peak mean

flow reductions of 60% and slightly reduced root mean square velocity fluctuations.

Measurements at the center of the spherical part of the 60 ° dome (see fig. 10 and compare

with fig. 7) showed greatly reduced mean and fluctuating velocity levels in comparison to

similar measurements at the center of the conventional dome model.

CONCLUSIONS

Although it is difficult to conclude absolutely about the applicability of the results of

scale model wind tunnel testing to full-scale, particularly when the full-scale structure will be

significantly different (presence of telescope), the data presented herein support the following

conclusions.

1. The mean and fluctuating velocities in the interior of a dome with spherical aperture

are significantly less than that of a dome of conventional configuration under most conditions.

2. In the vicinity of the aperture, the mean and fluctuating velocity levels are approximately

the same for a conventional dome aperture and a circular aperture. The velocity fluctuation

level, near the circular aperture, drops off quite rapidly as the probe is moved towards the

interior of the dome, while this is not the case with the conventional dome.

3. The data (and also flow visualizations not depicted here) show the optimum wind

orientation to deliberately induce a flow of air into the dome through the aperture. This



action would normally occur before a viewing session to bring the external and internal air

temperatures into equilibrium thereby reducing local thermal convection.

4. Further study should be undertaken to measure the distribution of velocity along a

radial line emanating from the center of the dome in the direction of the aperture. The design

of the full-scale dome, with an actual telescope, would be enhanced by this knowledge, since

there are distinct cost advantages to minimizing the radius of the dome.

The results of the side-by-side comparison of observatory dome apertures support the con-

cept that a circular aperture of reduced area, in contrast to conventional domes with rectan-

gular apertures, will, in all likelihood, reduce the level of telescope flow-induced vibration.
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Figure 1. Artist's conception of the new dome configuration (ref. 2).
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Figure 2. Superposition of the four wind tunnel model configurations tested.
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Figure 4. Ring-wire probe.
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Figure 5. Ring-wire-probe directional characteristics.
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Figure 6. Conventional observatory dome flow measurements net_" aperture.

(a) mean velocity at position 1, (b) fluctuating velocity at position 1,

(c) mean velocity at position 2, (d) fluctuating velocity at position 2.
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Figure 7. Conventional observatory dome flow measurements at dome center.

(a) mean velocity, (b) fluctuating velocity.
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Figure 8. Observatory dome flow measurements near aperture r o,30 model).

(a) mean velocity, (b) fluctuating velocity.
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Figure 9. Observatory dome flow measurements near aperture (60 ° model).

(a) mean velocity, (b) fluctuating velocity.
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Figure 10. Observatory dome flow measurements at dome center (60 ° model).

(a) mean velocity, (b) fluctuating velocity.
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